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Tools Required for Installation

Adjustable Wrench

Model Numbers

1 Mode Showerhead
Operation & Maintenance Manual

672SH Series

Specification

Modifications

Note: Append appropriate -suf�x to model number.

 672SH
1 Mode Showerhead

Warranty

Limited Lifetime - to the original end purchaser in 
consumer/residential installations.
5 Years - for industrial/commercial installations.
Refer to www.symmons.com/warranty for complete 
warranty information.

1 mode showerhead with easy to clean rubber nozzles 
includes standard 2.5 gpm (9.5 L/min) �ow restrictor. 
Components made from metal and nonmetallic materials, 
plated in standard polished chrome �nish.

 -1.5 1.5 gpm (5.7 L/min) flow restrictor

 -2.0 2.0 gpm (7.6 L/min) flow restrictor

 -STN Satin Nickel finish

CG

Compliance

-ASME A112.18.1/CSA B125.1

-WaterSense 1.5 gpm (5.7 L/min)
2.0 gpm (7.6 L/min) Certi�ed by

CSA Group

For California Residents
WARNING: This product contains chemicals known to
the State of California to cause cancer, birth defects, or
other reproductive harm.

Dimensions/Installation

Measurements
A 3-1/2", 89 mm
B Ø 3-1/8", 79 mm
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1)   Install showerhead to shower arm. Turn clockwise to 
tighten.
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