
Dimensions  Winslet Single Handle Lavatory Faucet, SLS-5112

4 "
(102 mm)

8-1/8"
(208 mm)

5-5/8"
(143 mm)

8-7/8"
(226 mm)

2-1/4"
(56 mm)
diameter

Hole size 
1-3/8" (35 mm)  min
1-5/8" (41 mm) max

Deck thickness 
1-5/8" (41 mm) max

Note:  Dimensions subject to change without notice.

3/8" compression

1-1/2"
(37 mm)

20"
(508 mm)

19-1/4"
(489 mm)

Lift rod handle

Lift rod

(finished deck)

Standards / Certifications
-ASME A112.18.1/CSA B125.1

-NSF/ANSI 61.9, NSF/ANSI 372

-WaterSense 1.5 gpm (5.7 L/min)

Warranty
 ■ Limited Lifetime - to the original end purchaser in 
consumer installations

 ■ 5 years - for commercial installations

Feature Highlights
 ■ Single handle lavatory faucet with quarter turn 
ceramic control components

 ■ Single hole mounting, braided supply hoses
 ■ Pop-up drain and lift rod assembly
 ■ Aerator with 1.5 gpm flow rate (5.7L/min)
 ■ Metal construction, polished chrome finish

Winslet™

Model Number

 SLS-5112 Single Handle Lavatory Faucet with lift 
rod and pop-up drain assembly

Finish Options / Modifications
Append appropriate -suffix to model number

 -STN Satin nickel finish
 -ORB Oil rubbed bronze finish

- Polished Chrome (standard finish)

Options / Modifications
Append appropriate -suffix to model number
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